
VINYLh o m o g e n e o u s  f l o o r co v e r i n g

Contract Plus

> New non-linear design expression

> Value for money

> Tough and durable

> PUR surface treatment



Unique non-linear design expression
the Contract Plus range presents a totally new, non-
linear design image for homogeneous floorcoverings 
in this price segment. When the budget is limited but a 
classy and exciting design expression is still required, 
Contract Plus offers a totally new design alternative 
in this segment. Contract Plus is rated at wear class P 
and is recommended for heavy traffic commercial use in 
healthcare premises, schools, shops and similar.  

Unique design image
the uniqueness of Contract Plus lies in the pattern. it 
is semi-directional rather than linear, unlike all other 

floorcoverings in this price segment, which makes it 
more vivid and visually interesting. Contract Plus is the 
perfect choice for exquisite design, and will meet your 
requirements when creating exciting interior designs in 
most commercial buildings. the new design is available 
in a collection of 12 fresh and modern colours that offer 
good creative freedom.

PUR for easy initial maintenance
Contract Plus provides the benefits of a PUr surface, for 
easier initial maintenance and a good base for future 
maintenance with wax or polish. 
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The Contract Plus colour range

 

BETTER MATERIALS
Where we can use renewable

resources, we do

REUSE AND RECyCLE
We find ways to use more recycled

content at the start and recycle
more product at the end

RESOURCE STEWARDSHIP
Using fewer resources is good
for the environment and the

bottom line

PEOPLE-FRIENDLy SPACES
We make floors that help people

work, play, shop, heal and
learn better

Contract Plus is part of tarkett’s choice of sustainable solutions, an integrated  
system that allows for balancing all the competing needs, while making choices 
that are truly sustainable and work together aesthetically.

Tarkett’s 
Balanced Choice
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tarkEtt  salEs ComPaNiEs www.tarkett-commercial.com

DESCRIPTION
Contract Plus is a homogeneous vinyl floor covering suitable for use in commercial areas. available in sheet form. 
a unique non linear pattern in 12 fresh colourways. Contract Plus is equipped with PUr surface for protection and 
easier initial maintenance. the PUr also provides a better base for future maintenance procedures.

Contract Plus

EN 14041:2004 Manufactured by:
Tarkett AB

SE-372 81 Ronneby
SWEDEN

EN 649
Contract Plus

the information is subject to modification for the benefit of  further improvement (08/09).
For more detailed technical information, please contact tarkett.
Please follow tarkett’s installation and maintenance instructions, included on the packaging, carefully.

according to European Classification EN 685

> Australia: tarkett australia Pty ltd – tel. +61 2 8853 1200  > Austria: tarkett Holding GmbH, Niederlassung Wien – tel. 01 47 88 062  > Baltic States: tarkett sas -  
tel. +370 37 262 220  > Belgium: s.a. tarkett NV – tel. +32 16 35 98 80  > China: tarkett asia Pacific limited shanghai representative office – tel. +86 (21) 60 95 68 38   
> Czech Republic: tarkett sas, org. slozka - tel. +420-271 001 602  > Denmark: tarkett a/s – tel. +45 43 90 60 11  > Finland: tarkett oy – tel. +358 9 5406 5870  > France: 
tarkett France – tel. +33 1 41 20 42 49  > Germany: tarkett Holding GmbH, Bereich objekt – tel. +49 6233 810  > Greece: tarkett monoprosopi ltd – tel. +30 210 6745 340   
> Hong Kong: tarkett asia Pacific ltd. – tel. +852 2511 8716  > Hungary: tarkett sas - tel. +36 1 437-8150  > Italy: tarkett s.p.a. – tel. +39 02 893 411  > Luxembourg:  
tel. +352 949 211 8804  > Middle East: tarkett middle East – tel. +961 1 51 3363/4  > Netherlands: tarkett Nederland – tel. +31 76 57 80 760  > Norway: tarkett as –  
tel. +47 32 20 92 00  > Poland: tarkett Wykładziny sp. z o.o. – tel. +48 22 639 31 66  > Portugal: tarkett sa – tel. +351 21 427 64 20  > Russian Federation: tarkett russia –  
tel. +7 4 95 777 69 83  > Slovakia: tarkett sas - tel. ++421 34 774 12 09  > Singapore: tarkett Far East – tel. +65 67 43 53 84  > South East Europe: tarkett trade d.o.o. – 
tel. +381 21 7557 649   • (44) 569 12 21  > Spain: tarkett Floors s.l – tel. +34 91 358 00 35  > Sweden: tarkett sverige aB – tel. +46 771 25 19 00  > Switzerland: tarkett 
Holding GmbH, Bereich objekt schweiz – tel. +41 043 233 79 24  > Ukraine: tarkett Ua – tel: +380380 (44) 569 12 21  > United Kingdom: tarkett ltd – tel. +44 (0) 1622 854 
040  > North America: Johnsonite – tel. +1 440 543 8916  > Tarkett Inc. USA – tel. +1 713 869 5811  > Tarkett International: tel. +49 6233 811 755 – tel. +33 1 41 20 41 01

NCs CodEs aNd WEldiNG rods

 Colour N°     Welding rod N°  NCS-no

 466 1287 444 s 5500-N
 467 1287 445 s 3500-N
 468 1287 446 s 2000-N
 469 1287 447 s 5005-Y50r 
 470 1292 612 s 3010-Y40r
 471 1287 448 s 3030-Y50r
 472 1287 283 s 2030-Y20r
 473 1287 078 s 2010-Y30r
 474 1287 449 s 2020-Y30r
 475 1287 450 s 3010-G10Y
 476 1287 451 s 2020-r90B
 477 1287 452 s 3030-r90B

Technical data           
type of floorcovering EN 649  Homogeneous single layered 
    vinyl flooring
CE certification   Yes
Classification EN 685  Commercial: 34 
    industrial: 43
Wear layer thickness EN 429  2,0 mm
PUr   Yes
total thickness EN 428  2,0 mm
total weight/m2 EN 430  3150 g
dimensional stability EN 434  ≤ 0,40 % 
abrasion 
 thickness loss EN 660: Part 1 Group m: ≤ 0,15 mm 
 Volume loss  EN 660: Part 2 Group m: ≤ 4,0 mm3

residual indentation EN 433  approx. 0,04 mm
Castor chair test EN 425  suitable
static electrical charge EN 1815  < 2 kV
Underfloor heating   suitable – max. 27° C
thermal resistance EN 12667/diN 52612 approx. 0,01 m2 k/W
reaction to fire EN 13501-1 Class Bfl s1 
  EN iso 9239-1 ≥ 8 kW/m2 

  EN iso 11925-2 Pass
light fastness  EN iso 105-B02 ≥ level 6
Chemical resistance EN 423  Good resistance
Fungi and Bacteria resistance diN EN 846-a/C does not favour growth
slip resistance diN 51130 r9 
  EN 13893 ≥ 0,3
Colours   12
Form of delivery EN 426   
  sheet  approx. 23 r m x 200 cm 
  (rolls)  art. no. 3132_ _ _ 
    3 digit colour number 


